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1 Introduction 

Welcome to Kramer Electronics (since 1981): a world of unique, creative and 
affordable solutions to the infinite range of problems that confront the video, 
audio and presentation professional on a daily basis. In recent years, we have 
redesigned and upgraded most of our line, making the best even better! Our 
500-plus different models now appear in 8 Groups1, which are clearly defined 
by function. 

Congratulations on purchasing your Kramer VA-2002 Multistandard Logo 
Generator, which is ideal for the following typical applications: 
�� Video broadcast studios for logo insertion in on-air broadcasting 
�� Video production facilities, for producer or client logo insertion 
�� Points of sale, shops, security, hospitals, universities, hotels, CCTV and 

other applications, which need source identification 

The package includes the following items: 
�� VA-2002 Multistandard Logo Generator 
�� Power cord 
�� VA-2002 CD-ROM that includes two Windowsfi-based programs�a 

Logo Finalizer and Upload program, and a Remote Control program�as 
well as a copy of this user manual 

�� This user manual2 

2 Getting Started 

We recommend that you: 
�� Unpack the equipment carefully and save the original box and packaging 

materials for possible future shipment 
�� Review the contents of this user manual 
�� Use Kramer high performance high resolution cables3 

2.1 Quick Start 

This quick start chart summarizes the basic setup and operation steps. 

                                                        
1 GROUP 1: Distribution Amplifiers; GROUP 2: Video and Audio Switchers, Matrix Switchers and Controllers; GROUP 3: 

Video, Audio, VGA/XGA Processors; GROUP 4: Interfaces and Sync Processors; GROUP 5: Twisted Pair Interfaces; 

GROUP 6: Accessories and Rack Adapters; GROUP 7: Scan Converters and Scalers; and GROUP 8: Cables and Connectors 

2 Download up-to-date Kramer user manuals from our Web site at http://www.kramerelectronics.com 

3 The complete list of Kramer cables is on our Web site at http://www.kramerelectronics.com 
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Use the VA-2002 Logo Finalizer and  Upload program to: 

�

�

�

�

�

�

Load the Bitmap file (see section 8.1)

Set the position for the logo on-screen (see section 8.1)

Set transparency - optional (see section 8.2)

Set fade speed - optional (see section 8.3)

Save a VA-2002 Project file (with the .LPJ extension) for 
transfer via RS-232 (optional when saving on a floppy 
disk)

Create the logo.Igo file, saving it on a floppy disk (see 
section 8.1)
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3 Overview 

The VA-2002 Multistandard Logo Generator is a unique, high quality 
multi-standard (PAL and NTSC) color logo inserter for inserting a logo into a 
composite video and s-Video signal. Using the VA-2002, you can: 
�� Select a composite video or an s-Video (Y/C) input from the Preferences 

tab in the VA-2002 Remote Control window, as well as from the Main 
Menu on the VA-2002 

�� Output simultaneously to both composite video and s-Video1 
�� Preview a logo at a local composite video and/or s-Video monitor1 
�� Store up to 9 logos simultaneously in non-volatile memory 

In addition, the VA-2002 includes: 
�� A menu-based control system, using a front panel LCD window, with 

push buttons for navigation and control 
�� An RS-232 port for logo selection, control and transfer to the VA-2002 

Your VA-2002 is computer-independent�you only need a computer to 
create2 logos. You can transfer a logo to the VA-2002 remotely via RS-232 or 
via a floppy disk. 

To achieve the best performance: 
�� Connect only good quality connection cables, thus avoiding interference, 

deterioration in signal quality due to poor matching, and elevated noise- 
levels (often associated with low quality cables) 

�� Avoid interference from neighboring electrical appliances and position your 
Kramer VA-2002 away from moisture, excessive sunlight and dust 

4 Your VA-2002 Multistandard Logo Generator 

Figure 1, Table 1, and Table 2 define the VA-2002: 

                                                        
1 As the example in Figure 2 illustrates 

2 Via your computer-based drawing or graphics program 
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Figure 1: VA-2002 Multistandard Logo Generator
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Table 1: Front Panel VA-2002 Multistandard Logo Generator Features 

# Feature Function 
1 POWER Switch Illuminated switch for turning the unit ON or OFF 
2 LCD Display Screen Displays relevant data (default) or the Main Menu (when the OK 

button or the ESC button are pressed) 
3 

Button 
Moves up one step in the LCD display screen 

4 
Button 

Moves down one step in the LCD display screen 

5 OK Button Press to confirm a command 
6 ESC Button Press to stop the execution of a command 
7 INSERT Button Press to turn the logo On or Off1 
8 Floppy Disk Drive Green LED Lights when reading data from a floppy disk 
9 Floppy Disk Drive Insert a floppy disk in the floppy disk drive to transfer a logo 

Table 2: Rear Panel VA-2002 Multistandard Logo Generator Features 

# Feature Function 
10 RS-232 DB 9 Connector Connects to PC or Serial Controller 
11 CV BNC Connector Connects to the composite video monitor2 
12 

MONITOR 
Y/C 4p Connector Connects to the s-Video monitor2 

13 CV BNC Connector Connects to the composite video acceptor 
14 

OUTPUT 
Y/C 4p Connector Connects to the s-Video acceptor 

15 CV BNC Connector Connects to the composite video source 
16 

INPUT 
Y/C 4p Connector Connects to the s-Video source 

17 Power Connector with FUSE AC connector enabling power supply to the unit 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                                        
1 When displaying the logo, the INSERT button illuminates (after blinking momentarily) 

2 When previewing a logo at a local monitor (composite video and/or s-Video), the logo only appears at these MONITOR 

outputs, and not at the OUTPUT connectors. You can set the MONITOR outputs to function as an additional pair of 

OUTPUT connectors (see section �9.1) 
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5 Installing the VA-2002 on a Rack 

This section describes what to do before installing on a rack and how to rack 
mount. 

 
Before Installing on a Rack 

Before installing on a rack, be sure that the environment is 
within the recommended range: 
Operating temperature range +5 to +45 Deg. Centigrade 
Operating humidity range 5 to 65 % RHL, non-condensing 
Storage temperature range -20 to +70 Deg. Centigrade 
Storage humidity range 5 to 95% RHL, non-condensing 

 
 

 CAUTION!! 

When installing on a 19" rack, avoid hazards by taking care 
that: 

1
 

It is located within the recommended environmental 
conditions, as the operating ambient temperature of a 
closed or multi unit rack assembly may exceed the room 
ambient temperature. 

2
 

Once rack mounted, enough air will still flow around the 
machine. 

3
 

The machine is placed straight in the correct horizontal 
position. 

4
 

You do not overload the circuit(s). When connecting the 
machine to the supply circuit, overloading the circuits 
might have a detrimental effect on overcurrent 
protection and supply wiring. Refer to the appropriate 
nameplate ratings for information. For example, for fuse 
replacement, see the value printed on the product label. 

5
 

The machine is earthed (grounded) in a reliable way 
and is connected only to an electricity socket with 
grounding. Pay particular attention to supply 
connections other than direct connections to the branch 
circuit (for example, the use of power strips), and that 
you use only the power cord that is supplied with the 
machine. 

 
 
 
 
 
 
 
 
 

 
How to Rack Mount 

To rack-mount the machine: 

1
 

Attach both ear brackets to the 
machine. To do so, remove the 
screws from each side of the 
machine (3 on each side), and 
replace those screws through 
the ear brackets. 

 
2
 

Place the ears of the machine 
against the rack rails, and 
insert the proper screws (not 
provided) through each of the 
four holes in the rack ears. 

Note that: 
� In some models, the front panel 
may feature built-in rack ears 
� Detachable rack ears can be 
removed for desktop use 
� Always mount the machine in the 
rack before you attach any cables or 
connect the machine to the power 
� If you are using a Kramer rack 
adapter kit (for a machine that is not 
19"), see the Rack Adapters user 
manual for installation instructions 
(you can download it at: 
http://www.kramerelectronics.com) 
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6 Connecting the VA-2002 Multistandard Logo Generator 

To connect the VA-2002 Multistandard Logo Generator as the example in 
Figure 2 illustrates, do the following1: 

1. Connect a composite video source (for example, a composite video VCR) to 
the CV BNC INPUT connector. 

2. Connect an s-Video source (for example, an s-Video S-VHS) to the Y/C 4p 
INPUT connector. 

3. Connect the CV BNC OUTPUT connector to a composite video acceptor (for 
example, a composite video recorder). 

4. Connect the Y/C 4p OUTPUT connector to an s-Video acceptor (for example, 
an s-Video projector). 

5. Connect the CV BNC MONITOR connector to a composite video acceptor 
(for example, a display). 

6. Connect the Y/C 4p MONITOR connector to an s-Video acceptor (for 
example, a display). 

7. Connect the power cord (not shown in Figure 2). 

8. If required, connect a PC2 for use with the VA-2002 Remote Control program 
that lets you remotely transfer a logo to the VA-2002 via RS-232, as well as 
control certain functions3 and verify information4, as section �9.1 describes. 

                                                        
1 Switch OFF the power on each device before connecting it to your VA-2002. After connecting your VA-2002, switch on its 

power and then switch on the power on each device 

2 Use a flat-cable (that is, one-to-one uncrossed connections) without a null-modem adapter to connect the RS-232 DB9 port 

on your PC to the RS-232F DB9 rear panel port on the VA-2002 

3 That is, turn a logo On or Off, as well as delete a logo or all the logos simultaneously 

4 That is, memory, size, system information, and version number 
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Display

Display

 

Figure 2: Connecting the VA-2002 Multistandard Logo Generator 

 
 
 
 
 
 
 
 
 
 
 
 



Installing the VA-2002 Software 

 

9

7 Installing the VA-2002 Software 

The VA-2002 CD-ROM includes two Windowsfi-based programs�a Logo 
Finalizer and Upload program1, and a Remote Control program2�as well as a 
copy of this user manual. 

To install3 the VA-2002 software: 

1. Insert the VA-2002 CD-ROM in the CD-ROM drive. 
The splash screen appears as follows: 

 

Figure 3: VA-2002 Splash Screen 

2. Click Install/Remove Software. 
The Welcome window appears: 

 
Figure 4: Welcome Window 

                                                        
1 See section �8, for details 

2 See section �9, for details 

3 To uninstall, click the VA-2002 Uninstall (located at C:\WINDOWS\Start Menu\Programs\VA-2002) and, at the warning 

prompt, confirm that you want to remove the programs 
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3. Click Next. 
The Target Directory window appears (with �C:\Program Files\VA-2002\� 
selected as the default1): 

 

Figure 5: Target Directory Window 

4. Click Next. 
The Start Menu window appears, as Figure 6 illustrates: 

 

Figure 6: Start Menu Window 

                                                        
1 You can choose a different location, instead of �C:\Program Files\VA-2002\� 
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5. Click Next. 
The data is copied to your system, as Figure 7 illustrates and an installation 
complete window appears, as Figure 8 illustrates: 

 

Figure 7: Installation Window 

 

Figure 8: Installation Complete 

6. Click Finish. 
A shortcut appears in the Start Menu Programs folder. 
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8 Using the VA-2002 Logo Finalizer and Upload Program 

You can use the VA-2002 Logo Finalizer and Upload program to: 
�� Save a logo to a floppy disk (see section �8.2) 
�� Add transparency to a logo (see section �8.3) 
�� Set the Fade Speed (see section �8.4) 

Table 3 defines the toolbar buttons: 

Table 3: VA-2002 Logo Finalizer and Upload Program Toolbar Buttons 

This button: Has this functionality: 

 
Creates a new project 

 
Opens an existing project 

 
Saves the current project 

 
Displays the Create Logo Disk dialog box (see Figure 14) 

 
Zoom Buttons 

 
Displays the Set Transparency box (see Figure 16) 

To transfer a logo via RS-232, see section �9.3. 
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8.1 Logo Graphics Characteristics and Limitations 

The logo can only be derived from a graphic that is in bitmap file format1, 
within the following limitations: 
�� The maximum total number of pixels in the graphic (width multiplied by 

height) should be 85,000 pixels 
�� You can set the width of the graphic to a maximum2 of 686 pixels3 
�� You can set the height of the graphic to a maximum2 of 576 pixels4 
�� The maximum size of the bitmap file should be 250KB 
�� The recommended color resolution should be 16 bit or better5  

As long as the total value of pixels does not exceed 85,000 (see Figure 9), you 
can choose any width (up to 686 pixels) or any height (up to 576 pixels).  

For example, if the width of the graphic is 360 pixels, the height should not 
exceed 236 pixels, since 360 multiplied by 236 equals 84,960 (almost the 
85,000 limit). A width of 291 pixels and a height of 292 pixels is also 
applicable because when multiplied, the result does not exceed the 85,000 
pixel limit. So, when choosing the width to be 686 pixels, you can set the 
height to be up to 123 pixels, for the same reason (686 x 123 = 84,378 < 
85,000). 
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Figure 9: Bitmap Graphic Pixel limitations 

                                                        
1 Convert a graphic that is in a non-bitmap format to a bitmap file, using a graphics program 

2 You cannot use a graphic which has the maximum width and the maximum height simultaneously because it would be more 

than 85,000 pixels 

3 When set to the maximum width at 686 pixels, the height should be 123 pixels or less 

4 When set to the maximum height at 576 pixels, the width should be 147 pixels or less 

5 True color resolution (24 or 32 bit) is recommended 



KRAMER:  SIMPLE CREATIVE TECHNOLOGY 

Using the VA-2002 Logo Finalizer and Upload Program 

 14 

8.2 Saving a Logo to a Floppy Disk 

You can use the VA-2002 Logo Finalizer and Upload Program to save a logo 
on a floppy disk. 

To save a logo to a floppy disk, do the following: 

1. Start the VA-2002 Logo Finalizer and Upload program by clicking the 
appropriate shortcut in the Start menu’s Programs folder1 or double-clicking 
the VA2002_Finalizer.EXE file2. 
The Unnamed – VA-2000 window opens displaying a background screen3, as 
Figure 10 illustrates: 

 

Figure 10: Unnamed – VA-2000 Window 

2. From the Logo menu, click the Load command and choose a bitmap file4, as 
Figure 11 illustrates. 

                                                        
1 Located at C:\WINDOWS\Start Menu\Programs\VA-2002\VA2002 Finalizer 

2 Located at C:\Program Files\VA-2002\Bin 

3 This background screen is the default background screen (intended to emulate a television screen). However, you can select 

a different background screen or use your own (by placing a bitmap file in the C:\Program Files\VA-2002\Bin folder) 

4 The VA-2002 Logo Finalizer and Upload Program includes several sample bitmap files that are suitable for use as logos 


